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TEST CERTIFICATE 
according to the KTW-Guideline 

 
 
Product: sealant KLINGER®top-chem 2005 (orange) 
 sealant KLINGER®top-chem 2003 (white) 
 
 
Test Specimen: test plates 
 

The test specimen meets the requirements according to the test report dated 05.09.2013 Ref.-No.: K-234087-13-Bs for the 
following application(s) and temperature(s), as far as technically suited: 
 

A p p l i c a t i o n s: cold water 
(23°C) 

warm water 
(60°C) 

hot water 
(85°C) 

Pipes with DN < 80 mm (domestic distribution) --- --- --- 
Pipes of diameter 80 mm ≤ DN < 300 mm (supply pipes) --- --- --- 
Pipes of diameter DN ≥ 300 mm (main pipes) --- --- --- 
Fittings for pipes with DN < 80 mm --- --- --- 
Fittings for pipes with 80 mm ≤ DN < 300 mm --- --- --- 
Fittings for pipes with DN ≥ 300 mm --- --- --- 
Sealings for pipes with DN < 80 mm passed --- --- 
Sealings for pipes with 80 mm ≤ DN < 300 mm passed --- --- 
Sealings for pipes with DN ≥ 300 mm passed --- --- 
Tanks in the domestic installations including repair systems --- --- --- 
Tanks other than in domestic installations including repair systems --- --- --- 

 
If pipes, sealings or fittings and ancillaries do not differ in their material composition and process of manufacture, testing of the smallest 
diameter of the product range is sufficient. 
 
This test certificate is valid beginning with the date of issue and is ending by 05.09.2018 as far as there are no changes in 
the formula. After this time it can be extended for further 5 years if demanded. 
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